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Operating Principle:
• When one talks, all remotes will hear.
• To talk into remote, press talk switch and talk

into speaker/microphone. Release talk switch
to listen. (The headset speaker selector switch
must be in “speaker” position to hear received
audio signal on speaker.)

• To talk into headset, press belt “talk” switch
and talk into headset microphone. Release belt
switch to listen. (The selector switch must be
in “headset” position.)

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker volume control
3. Talk/Listen switch
4. Headset/Speaker selector switch
5. “Call” push button switch
6. #137146 Belt switch w/15 foot cord
7. #137145 Headset w/noise cancelling
microphone

Before installing remote intercoms, precautions should be taken to prevent feedback
between two or more remotes in close proximity and acoustically reflective areas.

Power Remote A
12–18VDC AD-26A-M34
120V 50/60Hz AD-27A-M34
22-30VDC AD-56A-M34
240V 50/60Hz AD-57A-M34

POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V

Models only
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POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V

Models only

NOTES
1. Speaker/Microphone
2. Off/On Speaker Volume Control
3. Talk/Listen Switch
4. Remote Slave Station

Model AD-SV-25

Operating Principle:
1. Slave station is both a speaker and a microphone.
2. Master is normally in “Listen” mode

until the talk button is pressed to talk to remote.
3. Volume controls are for received signal volume only.

They do not control transmitted signals.

POWER MASTER
12-18VDC AD-26-8
22-32VDC AD-56-8
120V 50/60 Hz AD-27-8
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NOTES:
1. Speaker/Microphone
2. Off/On/Speaker volume control
3. Talk/Listen switch
4. Outgoing Volume Control
5. Speaker Model AD-SS-25 with swivel mounting

bracket or Speaker Model AD-SF-25 with holes
in outer  flange for flush mounting

Operating Principle:
1. Slave station is both a speaker and a microphone.
2. Master is normally in “Listen” mode until the talk button is pressed to talk to remote.
3. Outgoing and incoming volumes are controlled by separate controls on master.

POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V

Models only

POWER MASTER
12-18VDC AD-26-8-M44
22-32VDC AD-56-8-M44
120V 50/60 Hz AD-27-8-M44
240V 50/60 Hz AD-57-8-M44
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Operating Principle:
1. Masters normally listen to

slave.
2. Slave talks to masters

“hands-free”, without having to
press a talk switch.

3. When any master talks, slave
hears. Other master will hear.

4. To talk into master, press talk
switch and speak into speaker/
microphone. Release talk
switch to listen.

5. To talk into hand-held
microphone, press talk switch
on microphone and speak into
microphone element.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume

Control
3. Press-to-Talk Switch
4. #137144 Hand-held, noise-

cancelling microphone with
push-to-talk switch

POWER MASTER A MASTER B SLAVE
12-18VDC AD-26C-1-7 AD-26C-1 AD-26D-1
22-32VDC AD-56C-1-7 AD-56C-1 AD56D-1
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Operating Principle:
• When one talks, all intercoms will hear.
• To talk to other stations, press the talk/listen switch and speak

into the speaker/microphone.  Release talk switch to listen.
• To use external talk switch, close switch and speak into the

speaker/microphone.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Talk/Listen Switch
4. Customer-Supplied External Normally-Open Talk/Listen

Switch, Momentary (e.g., foot switch)

Power Remote A Remote B

12-18VDC AD-26 AD-26-2
120V 50/60Hz AD-27 AD-27-2
22-30VDC AD-56 AD-56-2
240V 50/60Hz AD-57 AD-57-2

POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V Models only
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POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V Models only

Operating Principle:
• Masters normally listen to slave.
• Slave talks to master hands-free, without having to

press a talk switch.
• When any master talks, slave hears.  Other masters

will hear.
• To talk into master, press talk switch and speak into

speaker/microphone.  Release talk switch to listen.
• Master “A” can talk by pressing either the talk switch

or external switch (customer supplied).

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Press-To-Talk Switch
4. Customer-Supplied External Normally-Open Press-

To-Talk Switch, Momentary (e.g., foot switch)

Power Master A Master B Slave
12-18VDC AD-26C-2 AD-26C AD-26D
120V 50/60Hz AD-27C-2 AD-27C AD-27D
22-30VDC AD-56C-2 AD-56C AD-56D
240V 50/60Hz AD-57C-2 AD-57C AD-57D
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POWER CONNECTIONS:
BLK +DC POWER 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V Models only

POWER REMOTE RA REMOTE RB REMOTE RC
12VDC AD-26-6 AD-26A-6 AD-26T-6
120V 50/60Hz AD-27-6 AD-27A-6 AD-27T-6
240V 50/60Hz AD-57-6 AD-57A-6 AD-57T-6
** Refer to remote model number as an example for Master.

NOTES:
1. Desk Set speaker (microphone is mounted on handset)
2. Desk Set speaker volume control
3. Handset earpiece volume control (mounted on back of case)
4. Speaker/Microphone
5. Off/On/Speaker volume control
6. Talk/Listen switch
7. “Call” Tone Switch
8. Master switch box — customer supplied
9. DPDT selector (toggle) switch — customer supplied

Operating Principle:
1. Master can select (via master switch box) to talk to any one or more remotes.
2. Any remote can initiate a call to Master regardless of selector switch being on

or off. Remote must specify its location. Remotes cannot talk to other
remotes.

3. To talk into intercom, press talk switch and speak into speaker/microphone.
Release talk switch to listen.

4. For Master to talk to remote, select desired remote via selector switch, press
talk switch on handset microphone and talk into handset microphone. 290A4067B
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NOTES:
1. Speaker/Microphone
2. Off/On/Speaker volume control
3. Outgoing Volume Control
4. Speaker Model AD-SS-25 with swivel mounting

bracket or Speaker Model AD-SF-25 with holes
in outer  flange for flush mounting

5. PTT (press-to-talk) switch—customer supplied

OPERATING PRINCIPLE:
1. Master station is both a speaker and a microphone.
2. Master is normally in “Listen” mode until the PTT (press-to-talk) switch is pressed to

talk to slave.
3. Outgoing and incoming volumes are controlled by separate controls on slave.
4. Slave talks to master hands-free, without having to press a talk switch.

POWER CONNECTIONS:
BLK +DC Power 12/24V Models
WHT Common 12/24V Models

POWER SLAVE
12-18VDC AD-26D-8-M44

GRN WHTRED BLK

GRN 1 WHT 2
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13Operating Principle:
• When one talks, all intercoms will hear.
• To talk to other stations, press the talk/listen switch and

speak into the speaker/microphone.  Release talk switch to
listen.

• Pressing the call button on remote A provides a contact
closure for an attention-getting auxiliary signaling device,
e.g. a strobe light.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Listen/Talk Switch
4. “Call” Switch
5. Customer-Supplied Auxiliary Signaling Device (e.g., strobe

light)

Power Remote A Remote B

12-18VDC AD-26-3 AD-26
120V 50/60Hz AD-27-3 AD-27
22-30VDC AD-56-3 AD-56
240V 50/60Hz AD-57-3 AD-57

POWER CONNECTIONS:
BLK +DC Power 12/24V Models

HOT 120/240V Models
WHT Common 12/24V Models

Neutral 120/240V Models
GRN Earth Ground 120/240V Models only
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Operating Principle:
• Master presses talk switch to talk to remote.
• Master can turn monitor switch on and hear

everything going on at remote.
• When master monitor switch is off, remote must

press talk switch to talk to master.
• When master monitor switch is on, remote can talk

to master hands-free without pressing the talk
switch.

• Master supplies power to remote unit.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Press-To-Talk Switch
4. Master Monitor Switch

Power Master Remote
Not applicable AD-26-1-2
120V 50/60Hz AD-27C-1-M22

POWER CONNECTIONS:
BLK HOT 120/240V Models
WHT Neutral 120/240V Models
GRN Earth Ground 120/240V Models
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Operating Principle:
• Master presses talk switch to talk to slave.
• Master can turn monitor switch on and hear

everything going on at slave.
• When master monitor switch is off, slave must

press talk switch to talk to master.
• When master monitor switch is on, slave can talk

to master hands-free without pressing the talk
switch.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Press-To-Talk Switch
4. Monitor On/Off Switch

Power Master Slave
120V 50/60Hz AD-27C-M22 AD-27-2W3

POWER CONNECTIONS:
BLK HOT 120/240V Models
WHT Neutral 120/240V Models
GRN Earth Ground 120/240V Models
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Operating Principle:
• Masters normally listen (monitor) slave.
• Slave can talk to master hands-free without

having to press a talk switch.
• When one station talks, other stations will

hear.
• To talk to other stations, master must press a

talk switch on intercom or on belt switch.
• Master and slave can select to talk/listen on

either the speaker/microphone or headset via
selector switch.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Press-To-Talk Switch
4. Headset/Speaker Selector Switch
5. #137145 Headset w/noise-canceling

microphone
6. #137146 Belt switch w/15 ft. cord
7. Receptacle for headset
8. 12 ft. cord for remote customer-supplied

headset receptaclePower Master A Master B Slave
12-18VDC AD-26C-1-M80 AD-26C-1-M34 AD-26D-1-M34

POWER CONNECTIONS:
RED +DC Power 12/24V Models
WHT Common 12/24V Models



17

-23-

GRN

RED

WHT

BLK

GRN

WHT

OBSERVE COLOR CODE

GRN

RED

WHT

BLK

AUDIO

+ DC POWER

COMMON

CONTROL

AUDIO

+ DC POWER

COMMON

CONTROL

290A4073

MASTER "A" MASTER "B" SLAVE

3

5

2

1

3

2

2

POWER

(+)

(-)

1K

1WATT

1

4

RED

BRN

OR YEL

*

BLU    (+ DC POWER FROM MASTER "B")*
BLK    (CONTROL FROM MASTER "B")*

Operating Principle:
• Master normally listens to slave.
• Slave talks to master hands-free, without

having to press a talk switch.
• When any master presses talk switch, slave

hears.  Other master will also hear.
• To talk into master, press talk switch and

speak into speaker/microphone.  Release
talk switch to listen.

• Master B can talk by pressing either the talk
switch or external switch (customer
supplied).

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Press-To-Talk Switch
4. External Press-To-Talk Switch, Momentary

(e.g., foot switch)
5. 4-conductor/16-22 gauge cable.  Use

shielded cable in electrically noisy areas.
Ground one end of the shield to “earth”
ground.  Ground chassis of DC units to
ground.

Power Master A Master B Slave
12-18VDC AD-26C-1 AD-26C-1-2 AD-26D-1
22-30VDC AD-56C-1 AD-56C-1-2 AD-56D-1

POWER CONNECTIONS:
BLK +DC Power 12/24V Models
WHT Common 12/24V Models
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Operating Principle:
• Master can select to monitor any one or more remotes via

master switch box.
• To talk to remote(s), master closes desired selector switch,

presses talk switch, and speaks into the speaker/microphone.
Master releases talk switch to listen.

• Selected remote(s) talk to master “hands-free” without having
to press remote talk switch.

• Remotes cannot talk to other remotes.
• Remotes not selected by master cannot talk hands-free and

must press talk switch to initiate call to master.
• When initiating a call to master, remote must specify its

location for master to respond.

NOTES:
1. Speaker/Microphone
2. Off/On/Speaker Volume Control
3. Talk/Listen Switch
4. Master Selector Switch (customer supplied)
5. Double-Pole (OFF-ON) Toggle Selector Switch

Power Master Remotes
120V 50/60Hz AD-27C-1 AD-27D-M49

POWER CONNECTIONS:
BLK HOT 120/240V Models
WHT Neutral 120/240V Models
GRN Earth Ground 120/240V Models
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WIRING REFERENCE CHART

AUDIO CABLE POWER CABLE
MODEL NO. BLACK WHITE GREEN RED BLACK WHITE GREEN
AD-26-1-M34 +DC POWER COMMON AUDIO N/A* N/A* N/A* N/A*
AD-26C-M34 CONTROL COMMON AUDIO N/A* 12-18 VDC COMMON N/A*
AD-26C-7-M82 CONTROL COMMON AUDIO N/A* 12-18 VDC COMMON N/A*
AD-26D-1-M82 +DC POWER COMMON AUDIO CONTROL N/A* N/A* N/A*
AD-26D-1-M84 +DC POWER COMMON AUDIO CONTROL N/A* N/A* N/A*
AD-26SA-25 AUDIO COMMON N/A* N/A* 12-18 VDC COMMON N/A*
AD-27-M34 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27-M82 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27-M83 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27A-4-M34 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27A-7-M83 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27C-1(-4) +DC POWER COMMON AUDIO CONTROL 120V 50/60 Hz NEUTRAL EARTH GND
AD-27C-1-7(-4) +DC POWER COMMON AUDIO CONTROL 120V 50/60 Hz NEUTRAL EARTH GND
AD-27C-M34 CONTROL COMMON AUDIO N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-27D-1 +DC POWER COMMON AUDIO CONTROL 120V 50/60 Hz NEUTRAL EARTH GND
AD-27SA-25 AUDIO COMMON N/A* N/A* 120V 50/60 Hz NEUTRAL EARTH GND
AD-56C-M34 CONTROL COMMON AUDIO N/A* 22-30 VDC COMMON N/A*
AD-56C-7-M82  CONTROL COMMON AUDIO N/A* 22-30 VDC COMMON N/A*
AD-56SA-25 AUDIO COMMON N/A* N/A* 22-30 VDC COMMON N/A*
AD-57-M83 AUDIO COMMON N/A* N/A* 240V 50/60 Hz NEUTRAL EARTH GND
AD-57A-1(-4) +DC POWER COMMON AUDIO N/A* 240V 50/60 Hz NEUTRAL EARTH GND
AD-57A-7-M83 AUDIO COMMON N/A* N/A* 240V 50/60 Hz NEUTRAL EARTH GND
AD-57C-M34 CONTROL COMMON AUDIO N/A* 240V 50/60 Hz NEUTRAL EARTH GND
AD-57SA-25 AUDIO COMMON N/A* N/A* 240V 50/60 Hz NEUTRAL EARTH GND

N/A*: Not Applicable
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